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Linear Panel TLSecond GEN 2x2 DLC

Certifications: 
RoHS, ETL Listed

Reduces 
Energy & Cost

No Lead or
Mercury

•	30, 40 and 60 Watt Low Power and High Performance
•	Up to 70% energy reduction
•	Ultra slim design 
•	Excellent efficacies of up to 90 lm/W
•	For Dimmable Panels: 0-10V Dimming
•	Rated Lifetime: 50,000 hours
•	5 Year Warranty*
•	UV, IR and Mercury–free

Features and Benefits

•	Healthcare
•	Hospitality
•	Office
•	Property Management
•	Residential
•	Retail

Applications

0213

5 Year 
Warranty

Voltage: 
Power
Factor:

Operating 
Temperature:

Life 
Hours:

Case 
Quantity:

Dimensions  
(in inches):

Indoor/
Outdoor:

Certified Installer 
 Required:

100-347 VAC > 0.9 -10°C to 30°C 50,000 25 pcs 23.6” x 23.6” Indoor Yes

Part Number: Description: Dimmable: CCT: Lumens: CRI:

30 Watt

TL-P4-30W CNS30 2x2 Linear Panel 30 Watt No 3000K 2700 ≥83

TL-P4-30W CNS35 2x2 Linear Panel 30 Watt No 3500K 2700 ≥83

TL-P4-30W CNS40 2x2 Linear Panel 30 Watt No 4000K 2850 ≥83

TL-P4-30W CNS45 2x2 Linear Panel 30 Watt No 4500K 2850 ≥83

TL-P4-30W CNS50 2x2 Linear Panel 30 Watt No 5000K 2900 ≥83

30 Watt

TL-P4-30W CDS30 2x2 Linear Panel 30 Watt Yes 3000K 2700 ≥83

TL-P4-30W CDS35 2x2 Linear Panel 30 Watt Yes 3500K 2700 ≥83

TL-P4-30W CDS40 2x2 Linear Panel 30 Watt Yes 4000K 2850 ≥83

TL-P4-30W CDS45 2x2 Linear Panel 30 Watt Yes 4500K 2850 ≥83

TL-P4-30W CDS50 2x2 Linear Panel 30 Watt Yes 5000K 2900 ≥83

*For warranty terms please visit our website Trans-Lux.com
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Part Number: Description: Dimmable: CCT: Lumens: CRI:

40 Watt

TL-P4-40W CNS30 2x2 Linear Panel 40 Watt No 3000K 3350 ≥83

TL-P4-40W CNS35 2x2 Linear Panel 40 Watt No 3500K 3350 ≥83

TL-P4-40W CNS40 2x2 Linear Panel 40 Watt No 4000K 3400 ≥83

TL-P4-40W CNS45 2x2 Linear Panel 40 Watt No 4500K 3400 ≥83

TL-P4-40W CNS50 2x2 Linear Panel 40 Watt No 5000K 3450 ≥83

40 Watt

TL-P4-40W CDS30 2x2 Linear Panel 40 Watt Yes 3000K 3350 ≥83

TL-P4-40W CDS35 2x2 Linear Panel 40 Watt Yes 3500K 3350 ≥83

TL-P4-40W CDS40 2x2 Linear Panel 40 Watt Yes 4000K 3400 ≥83

TL-P4-40W CDS45 2x2 Linear Panel 40 Watt Yes 4500K 3400 ≥83

TL-P4-40W CDS50 2x2 Linear Panel 40 Watt Yes 5000K 3450 ≥83

60 Watt

TL-P4-60W CNS30 2x2 Linear Panel 60 Watt No 3000K 4800 ≥83

TL-P4-60W CNS35 2x2 Linear Panel 60 Watt No 3500K 4800 ≥83

TL-P4-60W CNS40 2x2 Linear Panel 60 Watt No 4000K 4950 ≥83

TL-P4-60W CNS45 2x2 Linear Panel 60 Watt No 4500K 4950 ≥83

TL-P4-60W CNS50 2x2 Linear Panel 60 Watt No 5000K 5150 ≥83

60 Watt

TL-P4-60W CDS30 2x2 Linear Panel 60 Watt Yes 3000K 4800 ≥83

TL-P4-60W CDS35 2x2 Linear Panel 60 Watt Yes 3500K 4800 ≥83

TL-P4-60W CDS40 2x2 Linear Panel 60 Watt Yes 4000K 4950 ≥83

TL-P4-60W CDS45 2x2 Linear Panel 60 Watt Yes 4500K 4950 ≥83

TL-P4-60W CDS50 2x2 Linear Panel 60 Watt Yes 5000K 5150 ≥83


